
 
 

 

 Pleated Sediment Filter  
 

 
Made from bonded polyester, the non-woven fabric is densely pleated to maximise filtering capacity of 
these surface filters which typically permit higher flow rates than depth filters.  
 
The media has good chemical and bacterial resistance and if cleaned can be used multiple times to 
extend service life. 
 
Sizes: 
OD   21/2” and 41/2”  
Length   9¾” and 20”  
ID   1.1” (= 28mm)  
 
Retention Ratings  
Nominal  1, 5, 10, 20, 50 and 100μm  
 
Materials  
Media   Polypropylene  
Core  Polypropylene  
Sheath  Polypropylene netting (option)  
End caps  Vinyl Plastisol  
 
Operating Limits  
Temperature  ≤ 80oC  
Pressure   ≤ 5.5 bar  
 
Connections  
End config  DOE 
 

 Model  Diameter  Length  Retention  Ends  Qty/Pack  

WC-WT-PF10*  2½”  9¾”  1,5,10,20,50,100μ  DOE  50  

WC-WT-PF20BB 2½”  20”  1,5,10,20,50,100μ  DOE  25  

WC-WT-PF20*  4½”  9¾”  1,5,10,20,50,100μ  DOE  20  

WC-WT-PF20BB*  4½”  20”  1,5,10,20,50,100μ  DOE  10  

*  denotes the nominal retention rating, 
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